
Datasheet

Amnis Flood 

Specification Text Key Features  

IP66 IK08LED DIM Control
Compatible

900W
88,000 - 111,000 Luminaire Lumens
E�icacy up to 123lm/W 
2700K, 4000K
CRI >70, CRI >80, CRI >90
Lifetime >100,000hr 
Asymmetrical 
Driver options
Marine grade paint

Weight:    
 Fitting:    27.5 kg    

 Driver:   13.0 kg 
 Fitting with integral driver:  32.5 kg 
Windage: 0.19m²
Material: Die-cast Aluminium
Paint Finish: 

Specification 

The luminaire shall be manufactured from high 
pressure die-cast aluminium. It shall have an LED 
e�icacy of up to 123 luminaire lm/W and will be 
capable of producing up to 111,000 luminaire 
lumens at 4000K with a CRI >70.  It shall have a 
wide and narrow short throw optics optic and is 
rated at IP66 and IK08.  

Optics 
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All measurements in mm 

SPORT
plcPart of the group of companies 

Dimensions 

185

Marine Grade 
Powder Coated 
Anthracite Grey

WSTBNSTB

For IDA Accredited Specification 
add: The luminaire shall produce 
a CCT of 2700K with a fixed 
bracket mount. 

 
 

Luceco PLC
665w LED 4000k Amnis Match Flood with NSTB Optic
Amnis Match
LED

Horizontal Lux
Metric Ratio = 1:500

Light Loss Factor = 0.90
Lumens Per Lamp = 65000

Total Lamp Lumens = 65000
Mounting Height = 15.00 M

Maximum Calculated Value = 74.79 Lux
Arrangement: Single

Photometric Toolbox (R) Copyright 2002-2019 by Lighting Analysts, Inc. 
Calculations based on published IES Methods and recommendations.
Results derived from content of manufacturers photometric file.
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Luceco PLC
665w LED 4000k Amnis Match Flood with WSTB Optic
Amnis
LED

Horizontal Lux
Metric Ratio = 1:500

Light Loss Factor = 0.90
Lumens Per Lamp = 81000

Total Lamp Lumens = 81000
Mounting Height = 15.00 M

Maximum Calculated Value = 102.77 Lux
Arrangement: Single

Photometric Toolbox (R) Copyright 2002-2019 by Lighting Analysts, Inc. 
Calculations based on published IES Methods and recommendations.
Results derived from content of manufacturers photometric file.

Page 1



kingfisherlighting.com  |  01623 415900  |  sport@kingfisherlighting.com

PAGE 2 OF 2KF AMNIS FLOOD BO_2023

Mounting Options
Bracket mounted

Accessories / Options
External & integral shields
Control options 
Dimmable options
Colour Temperature options
 
  

Code Power Luminaire
Lumens

Optic CCT(K) IP IK Weight
(kg)

Paint
Finish

4000 Anthracite Grey

4000 Anthracite Grey
LAFL111ID4WSTB740

LAFL88ID4NSTB740

900W

900W
111000

88000

Wide Short Throw

Narrow Short Throw

IP66

IP66
IK08

IK08
32.5

32.5
-

-

Integral driver


